
TYPE HIHPB
Description:
Any 3L, 5L, or 7L series pump
mounted on an aluminum base
plate with dual carry aluminum
handles, outlet gauge assembly,
air controls, and needle type
release valve back to inlet.
Primary Application:
Hydrostatic testing using water
hose inlet.

TYPE HIHPTI
Description:
Any 3L, 5L, or 7L series pump
mounted on a 2 or 5 gallon
stainless steel tank with dual
carry handles, outlet gauge
assembly, air controls and
needle type release valve back
to tank.
Primary Application: Power unit
for hydraulic systems.
Petroleum base or phosphate
ester fluids.

TYPE HIHPT2
Description: Any 3L series
pump, mounted submerged
inside stainless steel 2 or 5
gallon tank with outlet gauge
assembly, air controls and
needle type release valve back
to tank.
Primary Application: power
unit for high pressure hydraulic
tools. Petroleum base fluid
only.

TYPE HIHPT3
Description:
Any 3L, 5L, or 7L series
pump mounted alongside a 2
or 5 gallon stainless steel
tank enclosed in a tubular
steel frame with expanded
metal gauge face protection.
Includes outlet gauge
assembly, air controls and
needle type release valve
back to tank. Also available
without tank for water hose
inlet similar to type HIHPB
Primary Application: Power
unit for high pressure and
rough handling, water,
petroleum base, or
phosphate ester fluids.

Liquid Pump Packages

2

TYPE HIHPB
-SCHEMATIC

AIR
IN

FILTER

AIR CONTROL ASS'Y

OUTLET PORT
TO SUIT PUMP

GAUGE AND   VALVE ASS'Y

REG
PUMP

0-160
PSI

BALL
VALVE

STRAINER

GARDEN HOSE
SWIVEL - WATER INLET

TYPE HIHPTI
-SCHEMATIC

AIR
IN

FILTER

AIR CONTROL ASS'Y

TANK ASS'Y

OUTLET PORT
TO SUIT PUMP

GAUGE AND   VALVE ASS'Y

REG
PUMP

0-160
PSI

BALL
VALVE

TYPE HIHPT2
-SCHEMATIC

AIR
IN

FILTER

AIR CONTROL ASS'Y

TANK
ASS'Y

OUTLET PORT
TO SUIT PUMP

GAUGE AND   VALVE ASS'Y

REG
PUMP

0-160
PSI

BALL
VALVE

TYPE HIHPT3
-SCHEMATIC

GAUGE
AND
VALVE
ASS'Y

OUTLET PORT
TO SUIT PUMP

TANK
ASS'Y

PUMP

AIR
IN

FILTER

AIR CONTROL ASS'Y

REG

0-160
PSI

BALL
VALVE

HYDRAULICS INTERNATIONAL, INC. (818) 407-3400


